
ProVolver Elite Setup 
Page 1 | 13 

 
 

 
 
 
 
 

 
PROVOLVER ELITE 

HAPTIC PISTOL 
 
 

 
 
 

Hello, fellow gamer! 
 

If you are reading this, it means that you laid your 
hand on a ProVolver. You will increase your 

immersion while playing. We will help you set it up! 
 

The ProVolver Elite allows you to feel the handgun 
in your games. 

 
We invite you to join our Discord community for 
any question or directly contact us through our 

support service on our website. 
 
 

 
Setting up your ProVolver should take 1 to 5 

minutes. 

Bonjour, camarade joueur ! 
 

Si tu lis ceci, c'est que tu as mis la main sur un 
ProVolver. Tu vas accroître ton immersion. Et nous 

allons t’aider à le configurer. 
 

Le ProVolver Elite te permet de ressentir le pistolet 
de tes jeux. 

 
Nous t’invitons à rejoindre notre communauté 

Discord pour toute question ou à nous contacter 
directement via notre service d'assistance sur 

notre site web. 
 

  
L'installation de ton ProVolver devrait prendre 1 à 5 

minutes. 
 
 
 

 
 
 
 

 
 

 
Feel the game 

  

https://discord.com/invite/kAsGHs2
https://protubevr.com/en/content/6-customer-support-hub
https://www.protubevr.com/
https://discord.com/invite/kAsGHs2
https://protubevr.com/fr/content/6-hub-du-support-client
https://www.protubevr.com/fr
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ENGLISH VERSION 
 
 
 
 

 

Power & weapon 
sélection button 

Reset button 

Rear mount 

Haptic Module 

ProStrap 

Charging slot 
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INSTALLING THE CONTROLLER IN THE MOUNT 
 
 
 
 

  
Place the top of the controller inside the mount and hold it in 

place with one or two finger. 
Line up the wrist strap with the hollow. 

  

 

 
Press the bottom of the controller while still holding and 

aligning the top. 
Slot the wrist strap through the whole on the bottom of 

the mount. 
 

 
Make sure to use your wrist strap at all time. 

 

You’re all set. You can now enjoy your ProVolver Elite! 



ProVolver Elite Setup 
Page 4 | 13 

INSTALLING THE FRONT HAND EXTENSION 
 

  
Remove the front cover using the smaller 2.5mm Allen 

key. 
Place it on the top rail (front or rear, as you prefer) and 

secure it with the same screw. 

Take the front extension, loosen the thumbscrew and 
place it on the now available rail. 

Make sure that the square angle of the small movable 
piece is always toward the extension itself. 

  

 
All done! You can slip your magnetic mount and insert the controller in. 

Adjust the height and angle of the extension depending on the weapon you use in-game. 

Make sure to always use your wrist trap for safer manipulation. 
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INSTALLING THE SHOULDER REST EXTENSION 
 

 

 
Take out the shoulder extension, loosen both 

thumbscrews and place the attachment on the bottom rail 
of the ProVolver Elite. 

Tighten then gently; enough for the extension to stay in 
place 

Loosen the butterfly screw to adjust the distance 
between your rear hand (the ProVolver Elite) and your 

shoulder (the buttstock). 
Tighten it again once you’re satisfied with the position. 

  

 
Finish by installing the sling on the ring. 

This element is not mandatory but provides comfort of use and security for the accessory. 

All done, enjoy your new haptic gunstock with the ProVolver Elite! 
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POWER BUTTON 
 

To power on and off the ProVolver Elite, you simply need to hold the red (and only) button. 

Power On: hold for 2 seconds 

It will vibrate 3 times to inform you that it’s now on. 

The LED will turn on and blink. The color depends on the haptic module’s battery level. Refer to the haptic setup 

documentation to learn more. 

Power Off: hold for 3 seconds 

It will vibrate 1 time to inform you that it’s been turned off. 

The LED will switch off. 

 

 

STANDALONE MODE 
 
When the ProVolver Elite is not connected to a game or the companion app, you’re able to use it in Standalone mode. 
This allows you to feel the game, even if you’re not playing a compatible game. 
Fire will not be synchronized with in-game shots, but with your trigger finger. This lets you have haptic feedback with 
all and every game you play. 
 
The Power button, being the only button, is the key to this feature. 
Depending on how many times you quick-press on it, the selected weapon will change, and you will have the 
corresponding firing rate and power. 
 

N° of quick-press Weapon Firing mode Firing rate 

1 Pistol 
 

Semi-automatic N/A 

2 M16 

 

Three-round burst 800 rounds/m 

3 PKM 

 

Fully automatic 
Strong 

650 rounds/m 

4 P90 

 

Fully automatic 
Fast 

920 rounds/m 

 
/m: per minute 

 

 

BLUETOOTH MODE 
 

When the ProVolver Elite is connected to a compatible game or the companion app, the Standalone mode (trigger) will 

be disabled, and you will be able to use the game’s native feature. 

You can refer to the Haptic setup documentation available on our website to learn about this mode. 

  

https://www.protubevr.com/fr/index.php?controller=attachment&id_attachment=75
https://www.protubevr.com/fr/index.php?controller=attachment&id_attachment=75
https://www.protubevr.com/fr/index.php?controller=attachment&id_attachment=75
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REPLACEMENT PART – CONTROLLER MOUNT 
 

If you need to replace your controller mount because it broke or because you want to change the controller (e.g. Quest 

3 to PS VR2), just follow these instructions. 

Simply refer to the color indicated in the instruction to know which screw goes where and what size and type of tool 

you need to unscrew them. 

DISCLAIMER: 

Always be careful not to lose the screws, as none will be provided as spare. 

Also, be gentle while unscrewing and screwing back, the plastic can sometime heat and slightly melt if done too fast 

and can be forever damage the piece. Resulting in a loose controller mounts or brake. 

Always use hand tool and never use electric screwdrivers. 

 

 

  

On the side of the ProVolver Elite, remove the red screw 
under the trigger using the 2.5mm Allen key. 

If you are changing the controller brand, you will need to 
replace the trigger model as well, so remove the purple 

screw using the 2.5mm Allen key as well. 

Next, you need to remove the 2 blue screws using the 
2mm Allen key. 

It is not mandatory to remove the rail by removing the 3 
yellow screw using a Philips screwdriver, but we highly 
recommend it, as the Allen key will not be well aligned 

and can damage the screw drive. 
  

 
Finally, Remove the last 2 Blue screws using the 2mm Allen key. 

Change the controller mount and put the screw back in the reverse way they were removed. 
If you need to change the trigger (change of brand), insert it and start by putting in the trigger screw first. 
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VERSION FRANCAISE 
 
 
 
 

 
 

  

Bouton marche/arrêt 
& Sélection d’arme 

Bouton de réinitialisation 

Coupelle arrière 

Module haptique 

ProStrap 

Port de charge 
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INSTALLER LA MANETTE DANS LA COUPELLE 
 

  
Place le haut de la manette dans le support et maintien le en 

place avec un ou deux doigts. 
Aligne la dragonne avec le creux. 

  

 

 
Presse le bas de la manette tout en maintenant et 

alignant le haut. 
Fait passer la dragonne dans le trou sur le bas du 

support. 
 

 
Assure toi d’utiliser la ProStrap en tout temps. 

 

C’est tout bon. Tu peux maintenant profiter de ton ProVolver Elite! 
 
 

 



ProVolver Elite Setup 
Page 10 | 13 

INSTALLER L’EXTENSION DE MAIN 
 

  
Enlève le cache à l’avant en utilisant la clé Allen de 

2.5mm. 
Place le sur le rail supérieur (à l’avant ou l’arrière, suivant 
tes préférences) et sécurise le avec la vis récupérée plus 

tôt. 

Prend l’extension avant, desserre la molette et place 
l’extension sur le rail maintenant libre. 

Assure-toi que le côté avec un angle droit de la partir 
amovible est dirigé vers l’extension. 

  

 
Fini! Tu peux mettre la coupelle magnétique et avec la manette. 

Ajuste la hauteur et l’angle de l’extension suivant l’arme que tu utilises en jeu. 

Assure-toi de toujours utiliser la dragonne pour une manipulation sur sécurisée. 
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INSTALLING THE SHOULDER REST EXTENSION 
 

 

 
Sort l’extension, desserre les deux molettes et place 

l’attache sur le rail inferieur du ProVolver Elite. 
Puis resserre les délicatement ; mais suffisamment pour 

l’extension reste en place. 

Desserre la vis papillon pour ajuster la distance entre 
la main arrière ((le ProVolver Elite) et l’épaule (la 

crosse). 
Resserre là une fois satisfait la position. 

  

 
Fini par installer la sangle sur l’anneau. 

Cet élément n’est pas obligatoire, mais apporte confort d’utilisation et sécurité pour le matériel.  
 

Voilà, profite de ton nouveau ProVolver Elite complet. 
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BUTTON D’ALLUMAGE 
 

Pour allumer et éteindre le ProVolver Elite, il suffit de maintenir le bouton rouge. 

Marche : appuis pendant 2 secondes 

Le module vibre 3 fois pour t’informer qu’il s’est allumé. 

La LED s’allumera également. La couleur dépend du niveau de batterie du module haptique. Réfère toi à la 

documentation haptique pour en savoir plus. 

Arrêt : appuis pendant 3 secondes 

Le module vibre 1 fois pour t’informer qu’il s’est éteint. 

La LED s’éteint aussi. 

 

 

MODE AUTONOME 
 
Quand le ProVolver Elite n’est pas connecté à un jeu ou à l’appli compagnon, tu peux l’utiliser en mode Autonome. 
Cela te permet de ressentir le jeu, même si tu joues à des jeux non compatibles. 
Les tirs ne seront pas synchronisés avec ceux en jeu, mais avec ta queue de détente. Te permettant d’avoir du retour 
haptique dans tous les jeux auxquels tu joues. 
 
The bouton marche/arrêt, étant le seul bouton, il est la clé de cette fonctionnalité. 
En fonction de combien du nombre d’appuis rapides que fait, l’arme changera ; et avec, la cadence et puissance de tir 
correspondante. 
 

N° d’appuis rapide Arme Mode de tir Cadence de tir 

1 Pistolet 
 

Semi-automatique N/A 

2 M16 

 

Rafale 3 coups 800 balles/m 

3 PKM 

 

Automatique 
Puissant 

650 balles/m 

4 P90 

 

Automatique 
Rapide 

920 balles/m 

 
/m: par minute 

 

MODE BLUETOOTH 
 

Quand le ProVolver Elite est connecter à un jeu compatible ou à l’appli compagnon, le mode Autonome se désactive, 

et tu pourras utiliser la fonction des jeux compatibles nativement. 

Tu peux te référer à la documentation de configuration haptique sur notre site pour en savoir plus sur ce mode. 

  

https://www.protubevr.com/fr/index.php?controller=attachment&id_attachment=75
https://www.protubevr.com/fr/index.php?controller=attachment&id_attachment=75
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PIECE DE REMPLACMENT – COUPELLE POUR MANETTE 
 

Si tu as besoin de remplacer la coupelle car elle cassée, ou parce que tu change de marque de manette (ex. Quest 3 

vers PS VR2), suis ces explications. 

Réfère toi en toute simplicité aux couleur indiquées sur les instructions pour savoir quelle vis vers à et quel type d’outil 

tu as besoin. 

AVERTISSEMENT : 

Soit toujours attentive à ne pas perdre de vis. Aucune n’est fournie en pièce de rechange. 

Aussi, soit délicat lors du visage et dévissage, le plastic peut chauffer et fondre légèrement si fait trop vite. Cela peut 

endommager la pièce définitivement. Cela peut faire que ta coupelle soit lâche et avec le temps, quelle casse. 

Toujours utiliser des outils à main, et jamais d’outil électrique (question de vitesse, une fois de plus). 

 

  

Sur le côté du ProVolver Elite, enlève la vis rouge sous la 
gâchette en utilisant la clé Allen de 2,5 mm. 

Si jamais tu changes de marque de manette, il faudra 
changer la gâchette. Enlève la vis violette en utilisant la 

même clé Allen (2,5 mm). 

Ensuite, tu dois enlever les 2 vis bleues en utilisant la clé 
Allen de 2 mm. 

Il n'est pas obligatoire de démonter le rail en retirant les 3 
vis jaunes à l'aide d'un tournevis Philips, mais nous le 

recommandons vivement, car la clé Allen ne sera pas bien 
alignée et pourrait endommager la tête de vis. 

  

 
Enfin, retire les 2 dernières vis bleues à l'aide de la clé Allen de 2 mm. 

Change la coupelle pour manette et remets les vis en place dans l'ordre inverse de leur retrait. 
Si tu dois changer la gâchette (changement de marque), insert là et commence par remettre la vis de la gâchette. 

 


