
Wireless haptic glove with 8 vibration haptic motors per hand

TactGlove DK3 is a wireless haptic glove that 
delivers full-hand tactile feedback for XR 
simulation, medical/industrial training, and 
research. Its hybrid haptic engine combines 7 HD 
LRA motors and a high-fidelity VCM, governed by 
a patented tactile illusion algorithm that creates 
seamless sensation from fingertips to wrist — 
with zero dead zones. Redesigned for improved 
compatibility with camera-based hand tracking 
systems, it integrates seamlessly into modern XR 
environments including Meta Quest and Apple 
Vision Pro, and Galaxy XR.

FEATURES AND BENEFITS

Optimized 8 haptic feedback points per hand 
(5 fingertips + 2 palm + 1 wrist)

7 HD LRA motors across fingertips and palm 
- Full hand haptic canvas with zero dead zones

Upgraded with a high-fidelity VCM at the wrist  
- Delivers sharp, console-grade tactile feedback 

Patented tactile illusion algorithm for seamless, 
continuous sensation across the entire hand 

Optimized for vision-based hand tracking on modern 
XR headsets(Meta Quest, Apple Vision Pro, Galaxy 
XR)

Anti-slip, touchscreen-compatible fingertips and 

one-motion magnetic strap

Cross-platform SDK support(Unity, Unreal Engine, 
Python, JavaScript, Android)

Offers code-free haptic content authoring via 
bHaptics Designer

Lag-free wireless connection (less than 20ms 
latency)

Detachable, washable inner glove

SPECIFICATIONS

*measured when all feedback points operate at

maximum intensity for 1 second every 10 seconds

Manufacturer bHaptics Inc.

Model Name BHTG08M1D

Package Contents TactGlove DK3 (1 pair) 
Inner Gloves (1 pair)

Number of Feedback Points Total: 16 (8 per hand)

Feedback Point Placement 5 fingertips + 2 palm + 1 wrist 

Material Outer : Nylon 85%, Spandex 15%

Inner  : Nylon 80%, Polyurethane 20%

Size 4 sizes (S / M / L / XL)

Weight 0.29 lbs (130g) (Size M, each)

Playtime 4 hours*

Connection Bluetooth Low Energy (BLE) 
2.402 ~ 2.480GHz 

Battery Li-ion rechargeable battery 
(3.8V, 630mAh, 2.394Wh)

Charging 2 hours (with 5V, 0.5A max)

Packaging Dimensions 265 mm W × 133 mm D × 86 mm H

Operating Temperature 32 ~ 95℉ (0 ~ 35℃)

Storage Temperature 32 ~ 75℉ (0 ~ 24℃)
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